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TOLL COLLECTION SYSTEMS



HISTORY OF TOLL COLLECTION SYSTEMS

The first toll collection from the roads and

bridges started in the Galata Bridge, which

was openedon November 25 1845, during the

reign of Ottoman Empire. 400 Ottoman liras

were collected daily from the bridge. The toll

was5 Para for pedestrians,10 Para for loaded

porters, 100Para for empty cars and 200para

for loadedcars. 4000para=1 ottoman liras

On May 21, 1931 the collection of tolls from the

Galata Bridge wasterminated.



CHRONOLOGY OF TOLL COLLECTION SYSTEMS

1999 2005 4 March2011

OGS*non-
stop tolling

Contactless 
smart card. 

Full cashless

1973

Cash & pre-
paid ticket

Operator assisted toll collecting 
systems were removed

üToll plaza: 100
üOGSlanes: 390
üHGS lanes: 422

*OGS: Non stop tolling system, On Board Unit Active label (DSRC)
*HGS: Nonstop tollingsystem, On Board Unit Passivelabel

HGS* non-
stop tolling

17 September
2012



HISTORY OF TOLL COLLECTION SYSTEMS

With the opening of the Bosphorus Bridge and the 1st Peripheral Highway on October 29,

1973, the opentoll collection systemwas initiated on the BosphorusBridge in 1973, using only

prepaid ticket or cash, without an electronic system.

As of 1984, toll collection

started on motorways. With the

increase in motorway lengths,

the manual toll collection

system installed in the Open

Systemwas transformed into a

closedtoll collection system.
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LEGISLATION ON TOLL COLLECTION SYSTEMS

Å Law on the Organization and Duties of the General Directorate of Highways

Å Regulation on the Determination and Implementation of Tolls on Highways under

the Responsibility of the General Directorate of Highways and Highways with

AccessControl

Å Regulation on the Collection of Tolls and Administrative Fines for Foreign Plate

Vehicleson Toll Roads



WORKING PRINCIPLE OF TOLL COLLECTION SYSTEMS



WORKING PRINCIPLE OF TOLL COLLECTION SYSTEMS

Free Flow System (SGS)

Å In order to decrease queuing in stations with traffic density, Free Pass System (SGS) is

used, where OGS and HGS systems are used together.

Å There are 10 Free Flow System (SGS) toll collection stations on bridges and motorways.

Å Free Flow System eliminates the need to choose lanes at toll collection points and

vehicles are charged at normal traffic flow.



WORKING PRINCIPLE OF TOLL COLLECTION SYSTEMS


